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TCC60

CRANE PERFORMANCE DATA

Capacity at 3 m from slewing axis.
Boom length (retracted / extended).
Boom head height.

The machine can lift static or moving loads up to 4° slant -lengthwise and/or crosswise- as specified in the relevant lifting capacity charts.

60 t
10.3 / 32.4 m
34.5 m

TRUCK PERFORMANCE DATA

Max. travelling speed.

(1) Standard crane: no auxiliary winch and no extensions.

2.5 km/h

WEIGHTS (1)

Right track Left track Total
29.5 t 29.5 t 59 t

OPERATING SPEED / TIMES (2)

Main winch (max. speed under direct pull)
Auxiliary winch (max. speed under direct pull)
Telescopic boom lifting / lowering
Telescopic boom extension / retraction (10.3 m to 32.4 m)
Upper structure slewing

(2) Average reference indicative values measured at 2000 rpm of engine

135 m/min
80 m/min
50 / 40 s
60 / 50 s
30 s

UNDERTRUCK

Frame

Engine

Tank

Transmission

Tracks

Welded body.
Front  and back hitch point.
Pantograph widening tracks .

CUMMINS QSB6.7:
no. 6 in-line cylinders - displacement: 6.7 cu dm - water cooling with intercooler - turbo supercharger - Common rail.
Max. power 164 kW at 2200 rpm - Max. torque 945 Nm at 1500 rpm.
2004/26/CE Step IIIA approved.

300 l.

Hydrostatic loop transmission on each track through a separate gearbox controlled by double displacement hydraulic motor.

Steel tracks featuring profiled runners. 900 mm wide.

SPECIFICATIONS
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UPPER STRUCTURE

Boom

Lifting

Extension

Winch

Rotation

Operating cab

Safety

no. 4 octagonal elements.

no. 1 double action hydraulic jack.
Boom inclination: -3° to +80°

Separate extension of element 2 through double action hydraulic jack. Continuous proportional extension of elements 3 and 4
through double action hydraulic jack and inner chain-driven system.Extension under partial load possible.

Controlled by double displacement hydraulic motor equipped with axial pistons and planetary gearbox.
Automatic negative brake for winch lowering. Cable tensioner. Two different rotation speeds.
Rope diameter 18 mm length: 200 m. Max. lifting capacity 5300daN. On request, auxiliary winch controlled by fixed 
displacement hydraulic motor equipped with axial pistons and planetary gearbox. Automatic negative brake for winch lowering.
Rope clamp. Two different rotation speeds. Rope diameter 15 mm length 150 m. Max. lifting capacity 3800daN.

360° non-stop rotation controlled by hydraulic motor equipped with planetary gearbox on slewing ring having double 
ball ring and inner toothing. Automatic negative brake. Brake release for direct alignment of boom along load vertical line.

Sliding door. Wide visibility. Equipped with heating system. Front and upper window with windscreen wiper.
Upper and back windows can be opened. Fully adjustable seat onto shockproof suspensions.
Equipped with tiltable arm rests with integrated hand controls for crane operation.

Max. pressure valves for each hydraulic circuit. Balancing braking valve for the slewing unit. Balancing braking valve for the winch.
Limit switch onto boom head for hoisting block lift. Limit switch for having three winding turns around the winch.
Load limiting device with indicator for:

Boom inclination
Boom length
Load weight
Max. load which can be lifted

Telescopic boom movement limit can be set.

SYSTEMS

Hydraulic system

Electric system

Feeding: no. 1 triple gear pump and no. 2 variable displacement piston pumps.
Movement control: distributors controlled by hydraulic manipulators. More proportional operations can be carried out at the same
time. Track control: distributors controlled by foot controls.
Filtering: no. 2 cartridge filters in return circuit and no. 2 filters in intake circuit of piston pumps.

24 V, 70 A generator and no. 2 132 Ah batteries.

MAIN OPTIONS
Rooster sheave

Extension 8 m, offsettable at 0°, 20°

Air conditioning / heating system into operating cab

Operating kit for temperatures up to –20°C

Operating kit for temperatures up to +45°C

Auxiliary winch

12,5 t hook block

8 t hook

10 t hook block for auxiliary winch

5 t hook for auxiliary winch

Refer to your local dealer for a complete list of available options.
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WORKING RANGES
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TCC60

5.95 m 10.30 m ÷ 32.40 m 12.00 t 360°

10.30 m 14.00 m 17.70 m 21.30 m 25.00 m 28.70 m 32.40 m

3.0 60.00 39.20   3.0
3.5 49.00 39.20 33.80   3.5
4.0 44.00 39.20 33.80   4.0
4.5 39.00 35.00 30.50 26.30 4.5
5.0 34.00 33.00 28.50 26.30 19.90 5.0
6.0 30.00 26.00 25.00 23.00 18.10 15.50 15.50 6.0
7.0 23.40 20.00 21.00 20.00 16.40 14.40 14.40 7.0
8.0 19.00 16.00 18.00 17.00 14.70 13.10 13.10 8.0
9.0 14.00 15.50 15.00 13.40 12.30 12.30 9.0

10.0 12.00 13.00 13.50 12.10 11.20 11.20 10.0
11.0 10.00 11.30 12.00 9.80 10.30 10.30 11.0
12.0 8.50 9.70 10.00 9.00 9.50 9.50 12.0
13.0 8.40 9.30 8.40 8.30 8.30 13.0
14.0 6.80 8.10 7.20 7.10 7.10 14.0
15.0 6.00 7.20 6.40 6.40 6.40 15.0
16.0 5.00 6.30 5.80 5.80 5.80 16.0
17.0   5.70 5.10 5.50 5.50 17.0
18.0   4.60 4.50 4.40 4.40 18.0
19.0   4.00 4.00 3.90 3.80 19.0
20.0    3.60 3.40 3.40 20.0
21.0    3.00 3.10 2.90 21.0
22.0    2.30 2.80 2.80 22.0
23.0    2.70 2.70 23.0
24.0    2.60 2.60 24.0
25.0    2.30 2.50 25.0
26.0    2.00 2.00 26.0
27.0      1.50 27.0
28.0      1.00 28.0
29.0      29.0
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5.95 m 32.40 m 12.00 t 360° 8 / 14 / 20

32.40 m +
8.00 m

32.40 m +
8.00 m

32.40 m +
14.00 m

32.40 m +
14.00 m

32.40 m +
20.00 m

32.40 m +
20.00 m

0° 20° 0° 20° 0° 20°

6.0 4.30 6.0
7.0 4.20 7.0
8.0 4.00 2.90 8.0
9.0 3.80 3.20 2.80 2.00 9.0

10.0 3.60 3.10 2.70 1.85 10.0
11.0 3.40 3.00 2.60 1.75 11.0
12.0 3.20 2.90 2.50 1.65 1.65 12.0
13.0 3.00 2.80 2.40 1.60 1.55 13.0
14.0 2.80 2.70 2.30 1.60 1.45 14.0
15.0 2.60 2.60 2.20 1.55 1.40 0.95 15.0
16.0 2.50 2.50 2.10 1.50 1.35 0.90 16.0
17.0 2.40 2.40 2.00 1.50 1.30 0.90 17.0
18.0 2.30 2.20 1.90 1.45 1.25 0.85 18.0
19.0 2.20 2.00 1.80 1.45 1.20 0.85 19.0
20.0 2.10 1.90 1.70 1.40 1.15 0.80 20.0
21.0 2.00 1.80 1.55 1.40 1.10 0.80 21.0
22.0 1.90 1.70 1.50 1.35 1.05 0.75 22.0
23.0 1.80 1.60 1.40 1.30 1.00 0.75 23.0
24.0 1.70 1.50 1.35 1.25 0.95 0.75 24.0
25.0 1.60 1.40 1.25 1.20 0.90 0.70 25.0
26.0 1.50 1.30 1.20 1.15 0.85 0.70 26.0
27.0 1.40 1.20 1.15 1.10 0.80 0.70 27.0
28.0 1.30 1.10 1.10 1.05 0.75 0.65 28.0
29.0 1.20 1.00 1.00 1.00 0.70 0.65 29.0
30.0 1.10 0.90 0.95 0.95 0.65 0.65 30.0
31.0 1.00 0.80 0.90 0.90 0.60 0.60 31.0
32.0 0.90 0.70 0.85 0.85 0.55 0.60 32.0
33.0 0.80 0.60 0.75 0.80 0.55 0.50 33.0
34.0 0.70 0.60 0.70 0.75 0.50 0.45 34.0
35.0 0.70 0.50 0.65 0.70 0.45 0.40 35.0
36.0 0.70 0.50 0.60 0.65 0.40 0.35 36.0
37.0 0.60 0.55 0.60 0.40 0.35 37.0
38.0 0.60 0.50 0.55 0.35 0.30 38.0
39.0 0.60 0.45 0.50 0.35 0.30 39.0
40.0 0.60 0.40 0.45 0.30 0.25 40.0
41.0 0.60 0.35 0.40 0.25 0.20 41.0
42.0 0.60 0.30 0.30 0.20 0.20 42.0
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TCC60

3.50 m 10.30 m ÷ 32.40 m 12.00 t 360°

10.30 m 14.00 m 17.70 m 21.30 m 25.00 m 28.70 m 32.40 m

4.0 28.00 16.00 16.80 4.0
5.0 20.00 12.00 12.00 12.00 12.50 5.0
6.0 15.00 10.00 9.70 10.00 10.50 9.50 10.00 6.0
7.0 12.00 8.00 8.40 8.20 9.00 8.50 8.50 7.0
8.0 10.00 6.50 6.80 6.90 7.70 7.50 7.40 8.0
9.0 5.20 6.00 5.80 6.60 6.60 6.50 9.0
10.0 4.20 5.00 5.10 5.60 5.60 5.70 10.0
12.0 2.50 3.50 4.00 4.40 4.40 4.40 12.0
14.0 2.40 3.00 3.40 3.40 3.50 14.0
16.0 1.70 2.20 2.60 2.60 2.80 16.0
18.0 1.60 2.00 2.00 2.20 18.0
20.0 1.40 1.40 1.70 20.0
22.0 1.00 1.00 1.30 22.0
24.0 0.80 0.95 24.0
26.0 0.50 0.60 26.0

3.50 m 10.30 m ÷ 32.40 m 12.00 t 0°

10.30 m 14.00 m 17.70 m 21.30 m 25.00 m 28.70 m 32.40 m

4.0 44.00 39.20 33.80 4.0
5.0 34.00 36.00 28.50 24.70 19.90 5.0
6.0 30.00 29.00 25.50 21.80 18.10 15.50 11.70 6.0
7.0 25.00 25.00 21.50 19.00 16.40 14.40 11.70 7.0
8.0 23.00 21.00 18.60 16.90 14.70 13.10 11.00 8.0
9.0 19.00 16.80 14.70 13.40 12.30 10.60 9.0
10.0 16.00 13.80 13.50 12.10 11.20 9.60 10.0
12.0 10.90 9.70 9.70 9.00 9.50 8.20 12.0
14.0 6.80 7.20 7.20 7.10 7.10 14.0
16.0 5.00 5.80 5.80 5.80 5.80 16.0
18.0 4.50 4.50 4.40 4.30 18.0
20.0 3.60 3.40 3.70 20.0
22.0 3.00 2.80 3.10 22.0
24.0 2.60 2.80 24.0
26.0 2.00 2.30 26.0
28.0 1.80 28.0
30.0 1.50 30.0
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TCC60

Clawler open Clawler closed Upperstructure angle rotation Telescopic boom

Extension / Jib

No load handling in these zones

1 2 3 4 5 6 7 8 9 10 11 12

SETON

The indicated loads are the maxi-
mum covered by the manufactur-
er’s warranty for a use which com-
plies with current EU directives (CE)
standard. Weights are given in met-
ric tons. They include the weight of
the block, all extensions fitted to the
boom and all lifting accessories
(slings and so on).

Crane on tracks: operate the crane
on a steady flat surface when hoist-
ing loads.

53 103 159 212 265 318 371 424 477 530 583 636

38 76 114 152 190 228 266 304 342 380 418 456

DAVIES

CRANE HIRE LTD
DAVIES

HOIST REEVING

MAIN WINCH

AUXIlIARY WINCH

No. of line

Max line pull in kN

Max line pull in kN

The indicated loads are the maximum covered by the manufacturer’s warranty for a use which complies with current EU directives (CE) 
standard. Weights are given in metric tons. They include the weight of the block, all extensions fitted to the boom and all lifting accessories 
(slings and soon). Crane on tracks: operate the crane on a steady flat surface when hoisting loads.



NOTE NOTES NOTES HINWEISE

Tutte le caratteristiche e le specifiche

descritte possono essere soggette a

variazioni senza preavviso. Tutti i dati

riportati sono forniti a puro titolo informa-

tivo e non sono impegnativi dal momento

che le prestazioni della macchina variano

in funzione dell’utilizzo. La sola garanzia

applicabile è quella fornita da TEREX

Italia per i propri prodotti

Average reference values. which are indicative only. Values are expressed in mm

All specifications and features herein

described can be  changed without prior

advice. All indicated data are indicative

only and are not binding as crane per-

forms differently depending on its use.

Only the warranty terms granted by

TEREX Italia for their products can be

applied.

Toutes les caractéristiques et spécifica-

tions décrites peuvent être sujettes à

variations sans préavis. Toutes les don-

nées indiquées sont fournies à titre pure-

ment indicatif et n'engage pas la respon-

sabilité du fabricant dans la mesure où

les performances de la machine varient

en fonction de l'utilisation. La seule

garantie applicable est celle fournie par

TEREX Italia pour ses propres produits.

Unangekündigte Änderungen sämtlicher

Eigenschaften und Daten sind möglich.

Alle Angaben sind Richtwerte und nicht

verbindlich. da die Leistungen der

Vorrichtung von deren Einsatz abhängen.

Die einzige gültige Garantie ist jene der

Firma TEREX Italia für die von dieser her-

gestellten Produkte.

DAVIES

CRANE HIRE LTD
DAVIES

NOTES

All specifications and features herein described can be changed without prior advice.

All indicated date are indicative only and are not binding as crane performs differently depending on its use.

Unless otherwise agreed, all cranes, plant, equipment and labour is hired under CPA Model Conditions of Hire plus Davies 
Crane Hire Ltd.  Supplementary Conditions (A copy of Conditions provided upon request).  Your attention is drawn to the Hirer’s 
responsibilities for the safe use of cranes under BS 7121 Part 1.

Costs relating to any vandalism, damage or punctures incurred whilst the crane and/or equipment is on site, will be charged to 
the Hirer.

The Hirer is fully responsible for ensuring that ground conditions are in every way suitable for crane(s) / vehicle(s) to travel over 
and work on.

Any query on site must be notified in writing within 24 hours of hire date.
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